Harvest the Sunshine
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420W MBB Half-cell Module
JAM54S30 395-420/MR €3

[ Introduction |

Assembled with 11BB PERC cells, the half-cell configuration of the modules offers the
advantages of higher power output, better temperature-dependent performance, reduced
shading effect on the energy generation, lower risk of hot spot, as well as enhanced
tolerance for mechanical loading.

A/I Higher output power % Lower LCOE

% Less shading and lower resistive loss "’\/"‘ Better mechanical loading tolerance

[ ]
Superior Warranty Comprehensive Certificates
12-year product warranty IEC 61215, IEC 61730,UL 61215, UL 61730
25-year linear power output warranty ISO 9001: 2015 Quality management systems

100% ISO 14001: 2015 Environmental management systems

ISO 45001: 2018 Occupational health and safety management
systems

IEC 62941: 2019 Terrestrial photovoltaic (PV) modules -
Quality system for PV module manufacturing

New linear power warranty B Standard module linear power warranty @ C € €.

Intertek

www.jasolar.com
Specifications subject to technical changes and tests.

JA Solar reserves the right of final interpretation.
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JAMS4S30 395-420/MR

MECHANICAL DIAGRAMS SPECIFICATIONS
113412 1088 3041 Cell Mono
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T T T - Plces 7 Label, Cable Length Portrait: 300mm(+)/400mm(.):
LTI T Ty g paces 43 ‘ 1 (Including Connector)  Landscape: 1200mm(+)/1200mm(-)
. ) . 36pcs/Pallet
Packaging Configuration 936pcs/40HQ Container
Remark: customized frame color and cable length available upon request
ELECTRICAL PARAMETERS AT STC
JAM54S30 JAM54S30 JAM54S30 JAM54S30 JAM54S30 JAM54S30
TYPE -395/MR -400/MR -405/MR -410/MR -415/MR -420/MR
Rated Maximum Power(Pmax) [W] 395 400 405 410 415 420
Open Circuit Voltage(Voc) [V] 36.98 37.07 37.23 37.32 37.45 37.58
Maximum Power Voltage(Vmp) [V] 30.84 31.01 31.21 31.45 31.61 31.80
Short Circuit Current(Isc) [A] 13.70 13.79 13.87 13.95 14.02 14.10
Maximum Power Current(Imp) [A] 12.81 12.90 12.98 13.04 13.13 13.21
Module Efficiency [%] 20.2 20.5 20.7 21.0 21.3 215
Power Tolerance 0~+5W

Temperature Coefficient of Isc(a_lsc)
Temperature Coefficient of Voc(B_Voc)
Temperature Coefficient of Pmax(y_Pmp)

STC

+0.045%°C

-0.275%/°C

-0.350%/°C

Irradiance 1000W/m?, cell temperature 25°C, AM1.5G

Remark: Electrical data in this catalog do not refer to a single module and they are not part of the offer.They only serve for comparison among different module types.

ELECTRICAL PARAMETERS AT NOCT

OPERATING CONDITIONS

NSISI0 SIS0 OIS SIS US| s ystomvetage 10001300
Rated Max Power(Pmax) [W] 298 302 306 310 314 318 Operating Temperature -40C~+85C
Open Circuit Voltage(Voc) [V] 34.75 34.88 35.12 35.23 35.37 35.50 Maximum Series Fuse Rating 25A

Max Power Voltage(Vmp) [V] 29.08 2026 20.47 2072 29.89 30.09 M St Load b S s
Short Circuit Current(Isc) [A] 10.96 11.03 11.10 11.16 11.22 11.29 NOCT 4542 C

Max Power Current(Imp) [A] 10.25 10.32 10.38 10.43 10.50 10.57 Safety Class Class II
NOCT Irradiance 800W/m?, ambient temperature 20°C,wind speed 1m/s, AM1.5G Fire Performance UL Type 1
CHARACTERISTICS

Current-Voltage Curve JAM54S30-405/MR
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Shanghai JA Solar PV Technology Co., Ltd.

No. 36, Jiang Chang San Rd, Zhabei
Shanghai, 200436 China
Tel: +86 (21) 6095 5858

To whom it may concern,

Sub: Extended Product Warranty of 25 Years to JA Solar PV Modules

This is to confirm JA Solar offers additional thirteen (13) years on top of current twelve (12)
years Limited Product Warranty to below specified PV modules. JA Solar warrants there will
be free of defects in material, workmanship or manufacturing that materially impede the
performance functioning of the Products conditionally within twenty-five (25) years warranty
period starting from Warranty Commencement Date.

Product and System Specification:

Module Series: JAM54S30 series; JAM54531 series

Distribution Channel: modules that are CEC listed and CER SPV system verified
PV Systems: Australian Residential Rooftop

This extended Limited Product Warranty applies to above PV modules that are installed on or
from 12th August 2022.

Specified Site Condition:

Module installed under below conditions would void this additional thirteen (13) years
warranty, that includes high temperature and high humidity regions with

- Monthly average temperature >45°C and monthly average humidity >85%

Please consult JA Solar and seek for pre-approval if PV modules are to be installed less than
500m from seaside, otherwise it may void product warranty.

strong wind or adjacent to island which is prone
environment specified in JA Solar standard Instal
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